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Deck Guard 
BonaThe Non-toxic,  

Sustainable Choice
Bona Deck Guard is a water-based coating which contains 
very low VOCs, and has a low odour.

Low VOCs means application is made easier as there are 
no solvent fumes and no concern about the health effects 
of toxic chemicals. 

Who is Bona?
• Bona products are available in over 75 countries

• The No.1 choice for professional contractors

• The market leader in non-toxic timber floor finishes globally

• Experts in floor coatings & cleaning products since 1919  

Please read the additional information regarding Bona 
finishes, including technical datasheets, safety information 
and slip resistance certificates at bona.com.au

Fast, Convenient  
Protection for 
Outdoor Decks



Available in 3.8 Lt Neutral and Medium Brown 

Bona Deck Guard
Easy to apply, fast drying  
water-based coating specifically 
designed for outdoor decks 

• Water-based, low VOC

• UV protection

• Colours: Neutral & Medium Brown 

• Easy to apply, low odour

• Suitable for solid wood or composite decking 

• Fast drying: 3-4 hours between coats (Light use: 24 hrs)

• Apply 1-2 coats, no need for dilution 

• Approx. 6-12 m2/Lt coverage depending on wood type

• Apply with applicator or brush, clean up with water.

• Size: 3.8 Litre

Bona Deck Guard is a fast and convenient solution which 
keeps an outdoor timber deck in great condition and 
looking like new in any climate.

Bona Deck Guard is an easy to use water-based coating 
for outdoor wood and composite wood structures.  
Simply clean to remove contaminants from the surface, 
then apply 1-2 coats of Bona Deck Guard with an 
applicator or brush. Clean up afterwards with water.


